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[image: image2.jpg]Sistema a basso costo per acquisire segnali 4-20 mA trasmessi dai rilevatori di polvere o da altri
tipi di apparecchiature, su 8 canali convertiti in RS-232.

Il software che opera con sistemi operativi Windows & dotato di un applicativo che elabora il
valore istantaneo e medio della concentrazione.

Per ogni valore & previsto un set-point di allarme che da origine ad una indicazione visiva e
sonora tacitabile.

Gli algoritmi di calcolo sono modificabili dall' utente e i valori dei canali possono interagire tra loro.
La risoluzione pud essere impostata da 13 bit a 16 bit; con la minima risoluzione di 13 bit, in un
secondo si acquisiscono 8 canali.

| dati sono visualizzati sotto forma di tabella numerica e Grafica tramite due finestre separate,
dimensionabili a piacere.

Ad ogni avvio del programma €& creato automaticamente un nuovo file di dati, indicizzato da un
numero crescente.

Il sistema pud trasmettere i dati dei rilevatori di polvere via radio, fino a 1 Km tramite un Radio
Modem Low Power (10 mW) che non necessita di autorizzazioni.

Low cost acquisition system for the acquisition of 4-20 mA signals, coming from dust detectors or
other kind of devices, on 8 channels, converted to RS-232.

The software work under Windows operative systems and elaborate both the instantaneous and
average values of the concentration.

The algorithms of the elaboration are editable by the user and the values of different channels can
interact.

The resolution can be settled from 13 up to 16 bit. At the lower resolution of 13 bit, 8 channels are
acquired in 1 second.

For each value is available an alarm set-point that give a visual and acoustic indication,
excludable.

Data are displayed both on numeric tabulates and charts, in separated and sizeable windows.
At each software startup, a new data file is automatically created and named using a crescent
number.

The system can transmit via radio up to 1 Km distance the data of the dust detectors, using a LPD
Radio Modem (10 mW RF power), that doesn't require authorizations for use.
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