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(PARTICULATE)

SONDA DustDetect

mm 180

DustDetect  is a dust detector to be used in gas flows, to diagnose failures in filtering plants. 
The dust particles of any material and size, which are transported by a gas flow, are charged with static electricity. 
An electrode immersed into the gas flow captures these charges and transmits them to the processing circuits, 
obtaining an electrical signal proportional to the actual quantity of dust. 
  

  PECULIAR  FEATURES:  
- Low cost. 
- Very High Sensitivity ( 0,01 mg/Nmc ÷ 5000 mg/Nmc) 
- Ability to give Alarms with value of concentration  in mg/Nmc, through a simple procedure. 
- Ea sy filter diagnosis with Peak Alarm. 
 

TECNICAL  DATA 
- Automatic setting of the sensitivity level, depending on the average quantity of dust detected during an Evaluation 
time period, to be activated at start-up. 
 

- The Evaluation Time can be selected between two values (10 or 30 minutes). The choice depends on the duration 
time of the cleaning cycle of the filter. 

 

- The average value acquired during the Evaluation period represents the Reference value for the Alarms. 
 

- Peak Alarm: the alarm is activated when the concentration overcomes in two seconds the value of Reference, 
multiplied by a factor to be selected. 

- Average Alarm: the alarm is activated when the average concentration overcomes the value of Reference 
multiplied by a factor to be selected. The duration of the average time is the same of the selected Evaluation Time. 

 

- The Output Circuit elements of the Alarms are static and galvanically separated.  
 

- Power supply: 12 to 27 Vdc 
- Clamping: fast fixing with a 1” nut. 

 Modulo Ausiliario 
(Auxiliary Module) 

BIANCO-NERO
BIANCO

SCHERMO

BLU
BLU-NERO

VERDE
VERDE-NERO
ROSSO
ROSSO-NERO

DustDetect è un rilevatore di polveri per flussi gassosi, progettato per diagnosticare i guasti negli impianti di filtrazione. 
Le particelle di polvere di qualunque materiale o granulometria, trasportate da un flusso gassoso si caricano di elettri-
cità statica. Un elettrodo immerso nel flusso gassoso capta queste cariche e le trasmette al circuito di elaborazione,  
ottenendo un segnale elettrico proporzionale alla quantità della polvere presente. 
 

 CARATTERISTICHE  PECULIARI  
- Basso costo.  
- Altissima sensibilità ( 0,01 mg/Nmc ÷ 5000 mg/Nmc) 
- Allarmi per valore di Concentrazione medio espre sso  in mg/Nmc, tramite una semplice procedura.  
- Diagnosi di manica rotta facilitato con l'utilizzo dell'allarme istantaneo. 
 

DATI  TECNICI: 
- Adeguamento automatico della Sensibilità in rapporto alla quantità di polvere presente sull’impianto, tramite un  
periodo di Valutazione da attivare all’atto della messa in funzione. 
 

- Il Tempo di Valutazione può essere impostato di 10 o 30 minuti, in funzione della durata dei cicli di pulizia. 
 

- Il valore medio acquisito durante il periodo di Valutazione rappresenta il valore di Riferimento per gli Allarmi. 
 

- Allarme Istantaneo: l’allarme si attiva quando la concentrazione rilevata nel tempo di 2 "supera i il valore di 
  Riferimento, moltiplicato per un coefficiente da selezionare. 

 

- Allarme di Media: l’allarme si attiva quando la concentrazione media supera il valore di Riferimento, moltiplicato per 
un coefficiente da selezionare. Il tempo della media ha la stessa durata del tempo scelto per la Valutazione. 

 

- Gli elementi circuitali degli allarmi sono separati galvanicamente e di tipo statico. 
 

- Tensione di Alimentazione: 12 ÷ 27 Vdc. 
- Fissaggio meccanico: rapido tramite dado da 1”. 


